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PRODUCT INFORMATION

Technical Bulletin

QA17-MAT5BK-01

DESCRIPTION: QA17-MAT5BK-01 is a high density closed cell EVA black foam product.

USAGE: QA17-MAT5BK-01 has an anti-slip, hard wearing Hexagonal deck tread used
for floors, rails, trailers and general wet areas for increasing boat surfaces
protection while providing underfoot comfort and safety. It comes with a
stick-on marine-grade adhesive easy to apply.
TECHNICAL DATA:
Property Results Test Method
Density 17 = 1.25 Ib/ft*| ASTM D3575-14
Hardness (Asker Shore C) 65-72 ASTM D2240
Compression Strength (25%) 60.8 psi ASTM D3575-14
Tensile Strength (Along Machine Direction) 2526 psi | ASTM D638-14
Elongation @ Break (Along Machine Direction) 217 % ASTM D638-14
Tensile Strength (Across Machine Direction) 263.1psi | ASTM D638-14
Elongation @ Break (Across Machine Direction) 264 % ASTM D638-14
Tear Strength 64.6 Ibf/in | ASTM D624-00
Compression Set 94.7 % ASTM D1056-14

IMPORTANT: The information in this technical bulletin is based on data obtained by our testing and is considered accurate. However, no warranty is expressed or
implied regarding the accuracy of the data, the results obtained from the use thereof, or that any such use will not infringe on any patent. This information is
furnished upon the condition that the person receiving it shall make his own tests to determine the suitability for his particular

purpose.
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