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PRODUCT INFORMATION 
 

RT3 TANK MAT 
Technical Bulletin 

 
 

DESCRIPTION: PVC/BNR/CR Closed cell rubber material    

TECHNICAL DATA: 

Property Results Test 
Method 

Density 7-9 lb/ft3 ASTM D 
1056 

Hardness, Durometer Shore 00 65±10 ASTM D 
2240 

Compression Deflection (25%) 9-13 psi ASTM D 
1056 

Compression Set ≤25% ASTM D 
1056 

Tensile Strength 100 psi (min) ASTM D 
412 (Die 

A) 

Tear Strength 15 lb/in ASTM D 
624 (Die 

C) 

Elongation 100% (min) ASTM D 
412 (Die 

A) 

Service Temperature 
Low 
High (Intermittent) 

 
-40°F 
200°F 

 
ASTM D 

746 

Water Absorption (Maximum Weight Change) <5% ASTM D 
1056 



 

IMPORTANT:  The information in this technical bulletin is based on data obtained by our testing and is considered accurate. However, no warranty is expressed or 

implied regarding the accuracy of the data, the results obtained from the use thereof, or that any such use will not infringe on any patent. This information is 

furnished upon the condition that the person receiving it shall make his own tests to determine the suitability for his particular purpose.   

   

Rev: 002 

 

Fluid Immersion % (7 days @ 158°F) <100% ASTM D 
1056 

Accelerated Aging (7 days @ 158°F) 
Flexibility (180° without cracking) 
Appearance Change 
Change in Compression Deflection 

 
Pass 
None 
±30% 

 
ASTM 
1056 

FMVSS-302 Pass at most 
thicknesses 

 

FAR 25.853 Pass (1/8”&1/4”)  

Specifications: 

ASTM 
D1056-07 

ASTM G21-
09 

ASTM 
D925 (B) 

ASTM 
D 

1149 

ASTM D 
6576-07 

2A1/2B1/2C1 PASS,Rating 
0 

PASS, no 
migration 
staining 

PASS Type II, 
Grades 

A&B 
Condition 

Soft 
 

  

 

  


